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Abstract— Occasional mechanical failures is a concern for 
transfemoral amputees using osseointegrated fixation. 
Understanding the true load applied on osseointegrated 
fixation is one important step in solving this problem. 
Conventionally, the load magnitude can be calculated based on 
the motion of the prosthesis and the ground reaction forces 
measured by a force plate using inverse dynamics. However, 
this approach allowed only one or two walking steps to be 
measured and errors are compounded when involving more 
than one joint above the ankle. In this study, the load applied 
on the lower-limb osseointegrated fixation was directly 
measured with a load transducer. Twelve transfemoral 
amputees fitted with a fixation and their usual prosthesis (knee 
and foot) were assessed during approximately 51±12 normal 
walking steps in straight line. Three-dimensional force and 
moment local extremas and patterns at the fixation along a gait 
cycle were displayed. Step-to-step variability of each subject 
was low. This tends to validate gait laboratory-based studies 
focusing on one or two steps. High subject-to-subject 
variability was demonstrated. This could be due to the wide 
variety of components, alignments and anthropometric 
characteristics within the tested population.   
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I.  INTRODUCTION 

 
Conventional socket-type lower limb prosthesis sometimes 
induces problems of residual limb pain and soft tissue 
breakdown [1]. A new surgical approach developed by Dr 
Rickard Brånemark for a direct anchorage into living bone 
using a titanium implant (osseointegration) may help to 
alleviate these problems [2]. External prosthesis is attached 
to an osseointegrated implant. This technique is considered 
for transfemoral amputees presenting complications while 
using a socket-type prosthesis [2,3]. So far, there are over 80 
amputees were fitted with lower-limb osseointegrated 
fixation world-wide. 
The quality of life of the recipients of the fixation was 
significantly increased through improved comfort, walking 
and sensory feedback [2,3]. However, some occasional 
mechanical failures of fixation have been reported. This 

problem occurred essentially due to a bending of the 
fixation following a fall of the amputee [3]. This problem 
must be addressed as it represents a potential hazard for the 
amputees. Furthermore, there is a need for further 
improvement of the mechanical design of different 
prosthetic components for amputees of osseointegrated 
fixation, such as hydraulic knees, torque protective devices 
shock absorbers, etc. 
Knowing the true load applied on the residuum is one 
important step to the design improvement of the fixation. 
Conventionally, the load magnitude can be calculated based 
on the motion of the prosthesis and the ground reaction 
forces measured by a force plate using inverse dynamics, 
[4]. The drawbacks, however, are that only one or two steps 
of walking can be measured, alerted gait can be produced 
due to force-plate targeting [5], accurate determination of 
material inertia of limb segments are needed, and errors are 
compounded when involving more than one joints above the 
ankle. Recent studies have described the direct measurement 
of the forces and moments applied on the residuum of 
transfemoral amputees fitted with conventional socket [6] or 
osseointegrated fixation [7,8] using a load transducer and 
recording device (telemoden or data logger). Unfortunately, 
these studies focused on small size sample. 
The aim of this study was to measure directly the true load 
applied on the osseointegrated fixation for twelve 
transfemoral amputees during normal walking in straight 
line in the view of analyzing (A) the step-to-step (intra) 
variability within subjects and (B) the subject-to-subject 
(inter) variability. Amputees were fitted with their usual 
prosthesis and alignment in order to assess the true inter 
variability among different subjects and prostheses set-up.  
 

II.  METHOD 

 
Participants 
A total of twelve transfemoral amputee subjects fitted with 
osseointegrated fixations, representing approximately 15% 
global population in 2003, participated in this study. All   



 
Figure1. Example of a typical prosthetic leg setup used to directly measurement the forces and moments applied on the fixation system of transfemoral amputee 

(left: front view, right: side view). A commercial transducer (A) was mounted to specially designed plates (B) that were positioned between the adaptor (C) 
connected to the fixation (D) and the knee mechanism (F) 

 
participants (age: 54±12 years, mass: 84.3±16.3 kg, height: 
1.78±0.10 m) have used osseointegrated prostheses for over 
one year. Their body mass had to be below 110 kg to avoid 
saturation of the load cell. Participants had to be able to 
walk 200 m without walking aids. Load measurement was 
taken place in clinical environment in Caulfield General 
Medical Centre, Melbourne, Australia (N=2), and 
Sahlgrenska University Hospital, Gothenburg, Sweden 
(N=10) where the subjects were recruited. The subjects used 
their current prostheses with the objective to measure the 
true load during walking for each individual amputee. 
 
Apparatus 
3D force and moment applied to the fixation were measured 
with a six-channel transducer (Model 45E15A; JR3 Inc., 
Woodland, CA), weighing less than 800g. The transducer 
can measure up to 1140N with accuracy of 1% of the full 
scale. A wireless transmitter was used to transmit data from 
the transducer to a nearly laptop computer. Sampling 
frequency was set at 200Hz. The transducer was mounted to 
two customized aluminum plates, which were anchored to 
the fixation and the prosthetic knee joints. The transducer 
was aligned in a way that its long axis (L) was coincident 

with the long axis of the residuum. The other axes referred 
to the antero-posterior (AP) and medio-lateral (ML) 
directions were aligned with the anatomical axes of the 
prosthetic knee. Figure 1 provides an example of the 
apparatus mounted within the prosthesis. 
 
Protocol 
Load measurement was first taken in unloaded condition 
when there was no external force exerted to the transducer 
for calibration purpose. Subjects were given 15 minutes to 
get accustomed to the instrumented prostheses before load 
measurement. They were then required to walk along a level 
walkway at self-selected comfortable walking speed. The 
number of walking steps along the walkway depended on 
the stride length of each subject ranged from 24 to 64 steps 
(51±12 steps). The cadence ranged from 42.3 to 53.4 
strides/min (47.1±3.66 strides/min).   
 
Data reduction 
The raw data was processed by Matlab software program 
(Math Works, Inc.). Any offset in the data during the initial 
unloaded condition was removed. The first and the last 
strides recorded for each trial were discarded. Force data 



was normalized by body weight of each subject. Local 
extrema of each component of forces (FAP, FML, FL) and 
moments (MAP, MML, ML) were identified for each step on 
prosthetic limb. Force and moment were averaged for each 
complete gait cycle across various walking steps of each 
subject, and were plotted against the percentage of a gait 
cycle. For each parameter, mean, standard deviation (S.D.) 
and coefficient of variance (C.V), defined as the standard 
deviation divided by the mean modulus were produced in 
two ways: within subject on repeated steps (intra-subject) 
and across subjects (inter-subjects). 

 
III. RESULTS  

 
Forces 
The forces on the antero-posterior, medio-lateral and long 
axes for a complete gait cycle of each subject were plotted 
in Figure 2. Although there were noticeable differences in 
the magnitude of forces among different subjects, similar 
force patterns were shown. Step-to-step variability was low 
as demonstrated by the small coefficient of variance for 
each subject. However, high subject-to-subject variability 
was shown. The mean magnitude and coefficient of variance 
of the local extremas forces within and across subjects is 
provided in Table 1. 
 

 
 

Figure 2. Normalized (a) FAP, (b) FML and (c) and FL of 12 amputees along 
a gait cycle. 

TABLE I.  LOCAL EXTREMA OF FORCE EXPRESSED IN PERCENTAGE OF 
BODY WEIGHT (%BW) 

 

 
Moment 
Lateral rotational moment (MAP) was consistently 
experienced during stance phase of the gait as presented in 
Figure 3. Axial rotational moment (ML) was the lowest in 
magnitude comparing to MAP and MML because of the 
  
 

 
 

Figure 3. Moment about (a) AP axis, (b) ML axis, and (c) L axis of 12 
amputees along a gait cycle 



shorter moment arm. Inconsistent ML patterns were shown 
among different subjects. The mean, step-to-step and 
subject-to-subject variability of moment data were provided 
in Table 2. Similar to the force data, subject-to-subject 
variability was noticeably higher than step-to-step 
variability. 
 

TABLE II.  LOCAL EXTREMA OF MOMENT 

 

 
 

IV. DISCUSSIONS AND CONCLUSIONS 
 

This study is the first attempt of measuring the variability of 
the load applied on osseointegrated fixation twelve trans-
femoral amputees during normal walking.  
Results showed a: 
·  Low step-to-step variability among the twelve subjects. 

This suggests measuring force in one to two steps of 
walking may adequately reflect the loading pattern of a 
subject. This tends to validate gait laboratory-based 
studies focusing on a limited number of steps.  

·  High subject-to-subject variability. This could be due to 
the wide variety of alignments (e.g. walking basis), 
prosthetic components (e.g. knee, foot, protective 
device, etc) and anthropometric characteristics (e.g. 
angle of femur with residuum) within the tested 
population. This outcome tends to highlight the need for 
individual-based rather than population-based 
biomechanical analyses of transfemoral amputees. 

It is anticipated that this study will provide essential 
information to Biomechanists facing the challenge of 
analyzing the locomotion of lower-limb amputees within 
experimental conditions.  
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